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Subject 444 (13) 1285 Walt Whitman Road
Melville, NY 11747
October 9, 1996

TO: Electrical Council of Underwriters Laboratories Inc.,
Subscribers to UL's Standards Service for
Communications Cable (DUZX)
Power Limited Circuit Cable (QPTZ)

SUBJECT: Announced Qualification Tests and Follow-Up Service Requirements for Data-
Transmission Cables Classified (Verified) in Accordance with Information Technology -
Generic Cabling for Customer Premises, ISO/IEC 11801 Specification

This bulletin should be kept with your eppy of the standard.
S

Underwriters Laboratories Inc. i o] a new program in response to requests by manufacturers
for Classification of Listed M@. CL types of data-transmission cables for compliance with the

performance requiremeﬁ IEC 11801.

A
ANNOUNCED EFFECTI ATE %
This new program is in effect as of October 9, 1996. %

This new program requires performance testing of List %OH e MP, CM, and CL types. The
performance specification used under this option is IS C 11801. This program is similar to UL's
erf

Data-Transmission Performance-Category Progratm.P ance markings to ISO/IEC 11801 are an
option for UL Listed cables of the MP, CM CL s. Exercise of this option by a cable
manufacturer will not require a review te to maintain the current basic Listings for these cables.

or
A quality assurance program that f gerally accepted guidelines for quality assurance programs,
such as those described in the 180 2 Series Standard, is to be established for this Classification
program. The parameters for t ality assurance program are identical to those for UL's Data-
Transmission Performance-Category Program.

CLASSIFICATION MARKINGS (LABELS) &

UL is making Classification Markings available for Communi and Power-Limited Circuit
Cables also Classified in Accordance with the ISO/IEC 11801 ification. Cables so Classified will be
covered under the Type L Follow-Up Inspection Program, and the’names of participating subscribers will
appear under the existing CCN for Communications Cables "DUZX" and /or Power-Limited Circuit Cables
"QPTZ" in the Electrical Construction Materials Directory. These cables will be identified as a Classified
product by the presence of an Underwriters Laboratories Inc. combination Classification Marking (label).
The Classification Markings for both product categories are shown below:

A not-for-profit organization
dedicated to public safety and
committed to quality service
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Label 1

October 9, 1996

Underwriters
Lahoratories Inc. =

LISTED

COMMUNICATIONS CABLE

IN ACCORDANCE WITH ISO/IEC 11801

ALSO CLASSIFIED! BY UNDERWRITERS LABORATORIES INC. ®

ISSUE NO. #2 FT XYZ CO.
Label 2
Underwriters
Laboratories Inc. »
LISTED

POWER-LIMITED CIRCUIT CABLE

IN ACCORDANCE WITH ISO/IEC 11801

ISSUE NO. #2  FORM 33 FT

ALSO CLASSIFIED' BY UNDERWRITERS LABORATORIES INC. ®

XYZ CO.

1 At the client’s option, the word "Verified" may be used in place of the word "Classified".
Issue Number assigned by Underwriters Laboratories Inc.
3 “FORM 3" or "FORM 4-UP", as appropriate.

If manufacturers wish to have cables that are Classified by UL in accordance with ISO/IEC 11801 also
Classified to UL's existing Data-Transmission Performance-Category Program, the Classification Marking

will consist of the following declaration:
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Label 3

Underwriters
Laboratories Inc. »

LISTED

{COMMUNICATIONS CABLE}{POWER LIMITED CIRCUIT CABLE}'
ALSO CLASSIFIED? TO UL PERFORMANCE-CATEGORY PROGRAM

ALSO CLASSIFIED? BY UNDERWRITERS LABORATORIES INC. ®
IN ACCORDANCE WITH ISO/IEC 11801

ISSUE NO. #%  FORM 3% FT XYZ CO.

1 Communications Cable or Power-Limited Circuit Cable.
At the client’s option, the word "Verified" may be used in place of the word "Classified".
Issue number assigned by Underwriters Laboratories Inc.
4 “EORM 3" or "FORM 4-UP', as appropriate, for Power-Limited Circuit Cables (not for use with Communications Cable)

The company logo, trademark, or other identification that is acceptable to Underwriters Laboratories Inc.
and relates to the identity of the manufacturer of the Classified cable may be substituted for the
company name in the label text shown above. All Classification Markings will include a control (issue)
number assigned by UL, and at least one label shall be furnished with each coil or reel. The footage
represented by the Classification Marking shall be approximately the same as the number of feet of
cable + /- 10 percent on the reel or coil. Subscribers may not use the Classification Marking until UL
has authorized its use.

SURFACE PRINTING REQUIREMENTS

These cables are surface printed in accordance with the requirements in UL 444 or UL 13, as applicable,
and shall also bear the words "ALSO VERIFIED (UL) CAT X ISO/IEC 11801", where “X” is the
performance category that the particular cable complies with. These cables are required to bear the UL
Logo in the surface-print legend. An example of a surface-print legend is shown below:

XYZ CO. CMP 4PR 24 AWG 75C ALSO VERIFIED (UL) CAT 5 ISO/IEC 11801

For cables that also comply with the requirements of UL's existing Data-Transmission Performance-
Category Marking Program, an example of a surface-print legend is shown below:

XYZ CO. CMP 4PR 24 AWG 75C ALSO VERIFIED (UL) CAT 5 ALSO VERIFIED CAT 5 ISO/IEC 11801






